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(57) Abstract: The invention relates to a method for the transmission of additional information when using a method for compress- 
ing data by means of a prioritizing pixel transmission, said data consisting of individual pixel groups, each of which comprises a 
positional value within an image array and at least one pixel value. The minimum size of the image array is defined by the height 
(h) and the width (b) of an image, expressed in pixels. The invention is characterized by the fact that positional values which do not 
occur in the actual data but lie outside the range of the image array are used during the transmission of additional information. 
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(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zur t)bertragung von zusatzlichen Informationen bei Verwendung 
eines Verfahrens zur Komprimierung von Daten mittels einer priorisierenden Pixelubertragung, wobei die Daten aus einzelnen Pi- 
xelgruppen bestehen, und jede Pixelgruppe einen Positionswert innerhalb eines Bildarrays und mindestens einen Pixelwert aufweist, 
wobei die minimale Grolie des Bildarrays durch die Hohe h und Breite b eines Bildes, angegeben in Bildpunkten, definiert ist. Die 
Erfindung zeichnet sich dadurch aus, dass bei der tJbertragung der zusatzlichen Informationen Positionswerte verwendet werden, 
die nicht in den eigentlichen Daten vorkommen sondern auBerhalb des Bereichs des Bildarrays liegen. 



